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Lithium-ion battery charger,_
| RF20SC OPERATION MANuAL 
△ Be sure to read the operation manua|s for the RF2OSB, RF20SC, RF20S, RT20S 

thoroughly before using the product. 
Keep the manuals where the operator can refer to them whenever necessary. 

To prevent short circuits, wrap the terminals on used lithium-ion batteries in insulating tape and dispose of 
them in accordance with local laws and regulations governing such items. 

1. Precautions
1) Safety Considerations

企WARNING

1. Use the product only for its designated purpose.
- Using the product for any purpose other than flaring/flanging tubes will not only damage the product and/or motor but could
also lead to acc ident or injury.

2. Ensure you use the correct voltage.
- Be sure to use the voltage indicated on the name plate of the main unit or in the operation manual.
Using the product at a voltage different from that indicated can result in overheating, smoke or fire.

3. Be sure to avoid elect『ic shock.
- Do not touch the plug with wet hands.
- Do not use the product in rain or in places where moisture can easily get into it.
4. Take notice of conditions at the work site.
- Do not use the product in rain, humid or damp places, or places where moisture can easily get into it.
Humidity will lower insulation of the motor and cause electric shock.

- Do not use close to flammable fluids or gases, such as gasoline or paint thinner.
Doing so could result in fire or explosion.

5. In the following cases, pull the plug out of the power supply socket.
- When the product is not in use or parts are being changed, repaired, cleaned or inspected.
- When accessor ies are changed.
- When hazards are expected (including electric power failure).

If the product is plugged in, it may start operating unexpectedly , causing an accidents.
6. Do not handle the power cord carelessly.
- Do not carry the product by its cord, or pull the plug out of the socket with the cord.
- Do not place the cord near heated objects, fats & oils, cutters and objects with sharp edges.
- Take care not to tread on the cord, pull it or apply unnecessary force resulting in damage to the cord.

2) Precautions for usi�

心 WARNING

1. The charger is fo『 exclusive use with REX original products only!
- When charging the battery, use the exclusive battery charger only and none other.
Never use the charger for any other rechargeable tool or battery.
The use of any other combination of battery and charger can be dangerous. Never do so.

2. When charging, do not use transformers such as a booster or the like!
- Doing so will damage the charger. Use an electrical supply of the specified stated voltage only.
3. Cannot be used with a generator or with direct current!
- Never use with a generator or with direct current. Doing so may cause a fire, which will damage the charger.
4. Always charge indoors!
- Take care to prevent the battery and charger from getting wet; always charge indoors.
- Keep away from fire.
- Do not use near inflammable materials.
- When charging, the battery and charger may get fairly hot; keep out of direct sunlight and charge in a well-ventilated room.
5. Humidity can lead to accidents!
- Do not use in the rain, in humid conditions, or where it is wet. Humidity can result in an electric shock.
Humidity should also be avoided as it can weaken the charger or the motor's insulation.

6. When charging is complete, remove the battery and pull out the plug!
- When charging is complete, remove the battery from the charger and remove the plug from the mains.
Also, be sure to remove the plug if there is a power cut.

7. Charge within a range of 10 to 40°C!
- The charger has a special circuit for rapid charging - approx. 70 minutes, it should be used within an ambient temperature of
between 10 and 40°C. The battery's built-in protection system does not allow charging outside this range.







4. Remove the battery from the charger, and attach it to the
main un it. (F ig. 5)

-If the battery cannot be fully charged even after following the
correct procedure, the battery may be dead.
Attempting to charge a dead battery may damage the charger.

5. Troubleshooting

If an abnormality occurs with the product, check the following and then contact your distributor or
REX INDUSTRIES CO., LTD.

Problem Cause Remedy 

The green lamp does not flash The power cord is broken. Replace the power cord. 
on and off slowly, even if 

Fault with the power supply Check the power supply. connected to the power. 
(Battery has not been set up (breaker etc.) 

properly) The charger is out of order. Ask for inspection or repairs. 

The red lamp on the charger is The temperature of the battery is Ensure that you operate with in the 
flashing slowly. outside the proper range. chargeable temperature range for 

the battery (10 - 40℃). 

The red lamp on the charger There are insulators, such as d irt, Remove the insulators. 
does not light up. between the battery and the 
(Charging is not possible) contacts on the tool. 

The red and green lamps on the The battery is out of order. Replace the battery. 
charger are lit at the same time. 

The green lamp does not light up The charger is out of order. Ask for inspection or repairs. 
even if you charge it for more 
than two hours. 
(Charging is not complete) 

Table. 3 
6. Servicing and Repairs

This product is produced with great precision; therefore, should the product fail to operate normally,
do not disassemble repair it by yourself; contact your distributor or REX INDUSTRIES CO., LTD.
If you do not find any problem or remedy in Troubleshooting in this manual, or parts are required, or if
you have any questions, please contact REX distributor at your earliest convenience.

Availability of 
Replacement Parts 

Replacement parts are maintained for a period of 7 years after production of 
this model has been terminated. 
Electrical parts, however, will remain available for a period of 5 years. 
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Spec ifications, colour, etc. may be changed without prior notification. 


